
SAFETY

A safe and efficient way to quickly connect and disconnect API
threaded pipe connections

Forged Steel Hammer Unions

Specifications:
• Pressure ratings of 1,000 PSI NSCWP to 15,000 PSI NSCWP can be accommodated

depending on the model number selected.

• Sizes offered range from 1" to 8"

• Models are color coded to assist in quickly identifying pressure ratings.

• Ideal for air, water, oil and gas applications

• Buttweld and socket weld configurations and other materials are available, contact the
factory for further information.

100 series

Size
HU100200
HU100250
HU100300
HU100400
HU100600
HU100800

2"
2½"
3"
4"
6"
8"

Part #

100 Series

• Used on low pressure manifolds and lines and in applications running air, water, oil or gas up
to 1,000 PSI NSCWP (non-shock cold working pressure)

Description
2" hammer union - 100 series, yellow sub, black nut
2½" hammer union - 100 series, yellow sub, black nut
3" hammer union - 100 series, yellow sub, black nut
4" hammer union - 100 series, yellow sub, black nut
6" hammer union - 100 series, yellow sub, black nut
8" hammer union - 100 series, yellow sub, black nut

NSCWP
1000
1000
1000
1000
1000
1000



877.963.4966
Fax: 800.283.4966

www.dixonvalve.com

Dixon Valve & Coupling Co.
800 High Street
Chestertown, MD 21620

206 Series

Size
HU602100
HU602200

1"
2"

Part #

602 Series
• Lip type seal ring minimizes fluid flow turbulence while creating a pressure seal
• For use in mud, manifold service and truck mounting applications running air, water, oil, gas or mud up to 6,000 PSI NSCWP

(non-shock cold working pressure)

Description
1" hammer union - 602 series, orange sub, black nut
2" hammer union - 602 series, orange sub, black nut

NSCWP
6000
6000

Size
HU1002100
HU1002200
HU1002400

1"
2"
4"

Part #

1002 Series
• Lip type seal ring minimizes fluid flow turbulence while creating a pressure seal
• For use in high pressure systems and truck mounting applications running air, water, oil, gas or mud up to 10,000 PSI NSCWP

(non-shock cold working pressure)

Description
1" hammer union - 1002 series, blue sub, red nut
2" hammer union - 1002 series, blue sub, red nut
4" hammer union - 1002 series, blue sub, red nut

NSCWP
10000
10000
10000

1502 Series
• Lip type seal ring minimizes fluid flow turbulence while creating a pressure seal
• For use in extreme high pressure applications running air, water, oil, gas or mud up to

15,000 PSI NSCWP (non-shock cold working pressure)

• O-ring mounted sub provides excellent sealing properties
• Runs air, water, oil or gas up to 2,000 PSI NSCWP (non-shock cold working pressure)

Size
HU200100
HU200150
HU200200
HU200250
HU200300
HU200400
HU200600

1"
1½"
2"

2½"
3"
4"
6"

Part #

200 Series
• Used in general service applications running air, water, oil or gas up to 2,000 PSI NSCWP (non-shock cold working pressure)

Description
1" hammer union - 200 series, grey sub, blue nut
1½" hammer union - 200 series, grey sub, blue nut
2" hammer union - 200 series, grey sub, blue nut
2½" hammer union - 200 series, grey sub, blue nut
3" hammer union - 200 series, grey sub, blue nut
4" hammer union - 200 series, grey sub, blue nut
6" hammer union - 200 series, grey sub, blue nut

NSCWP
2000
2000
2000
2000
2000
2000
2000

Size
HU206100
HU206150
HU206200
HU206250
HU206300
HU206400
HU206600

1"
1½"
2"

2½"
3"
4"
6"

Part # Description
1" hammer union - 206 series, grey sub, blue nut
1½" hammer union - 206 series, grey sub, blue nut
2" hammer union - 206 series, grey sub, blue nut
2½" hammer union - 206 series, grey sub, blue nut
3" hammer union - 206 series, grey sub, blue nut
4" hammer union - 206 series, grey sub, blue nut
6" hammer union - 206 series, grey sub, blue nut

NSCWP
2000
2000
2000
2000
2000
2000
2000

Size Part # Description NSCWP
HU15022002" 2" hammer union - 1502 series, red sub, blue nut 15000

© 2006 DVCC Printed in the USA HU1006-inhouse



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo true
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
    /Arial-Black
    /Arial-BoldItalicMT
    /Arial-BoldMT
    /Arial-ItalicMT
    /ArialMT
    /CenturyGothic
    /CenturyGothic-Bold
    /CenturyGothic-BoldItalic
    /CenturyGothic-Italic
    /ComicSansMS
    /ComicSansMS-Bold
    /CopperplateGothic-Bold
    /CopperplateGothic-Light
    /CurlzMT
    /EdwardianScriptITC
    /Impact
    /LucidaHandwriting-Italic
    /MonotypeSorts
    /Tahoma
    /Tahoma-Bold
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
    /Verdana
    /Verdana-Bold
    /Verdana-BoldItalic
    /Verdana-Italic
    /Wingdings
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages false
  /ColorImageDownsampleType /Average
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.10000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Average
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.10000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Average
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.10000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /SyntheticBoldness 1.000000
  /Description <<
    /ENU <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [864.000 1296.000]
>> setpagedevice


