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Swiveling Quick Couplings

Fixed Quick Coupling Plugs

Quick Connect Spray Nozzles

Multi-Pack Quick Connect Nozzles

Application
• For use with AL456 only

Specifications
• Working pressure: 3,650 PSI
• Flow rate: 7.8 GPM
• Maximum temperature: 300°F (149°C)

Description Required Case 
Qty Part #

1/4" female x 22 mm x 1.5 mm swivel 4 PW-AL450

3/8" female x 22 mm x 1.5 mm swivel 4 PW-AL453

Application
• For use with AL453 and AL9 only

Specifications
• Working pressure: 3,650 PSI
• Flow rate: 7.8 GPM
• Maximum temperature: 300°F (149°C)

Description Required Case 
Qty Part #

1/4" female x 22 mm x 1.5 mm male 4 PW-AL454

3/8" female x 22 mm x 1.5 mm male 4 PW-AL456

Description Required 
Case Qty Part #

1/4" straight through plug inlet, 0° spray angle, size #4, red 4 PW-MSP400

1/4" straight through plug inlet, 15° spray angle, size #4, yellow 4 PW-MSP415

1/4" straight through plug inlet, 25° spray angle, size #4, green 4 PW-MSP425

1/4" straight through plug inlet, 40° spray angle, size #4, white 4 PW-MSP440

Description Nozzles Included Required Case 
Qty Part #

1/4", 65° spray angle, size #40 NZ6540QCS

4 PW-MSP4PAK
1/4", 15° spray angle, size #4, yellow MSP415

1/4", 25° spray angle, size #4, green MSP425

1/4", 40° spray angle, size #4, white MSP440

PW-AL450 PW-AL453

PW-AL454 PW-AL456


