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Clamps

JJ

Universal Pre-formed K-Series
Features
•  Can be center punched or rolled over; install with the center punch or roll over tools located 

on page 473
•  Fast-Lok™ tools: F1, F40, F100, page 473
•  Super Strap Tools: 51960 screw action with 51970 adapter page 474
•  Bandit®:  S100 air tool with S180 Jr. head, C-001 hand tool with J001 Jr. adapter, S350 air tool 

with S260 Jr. head, T-240 for 3/8" only or T-250 for 3/8" and 5/8", S-38 for 3/8" and 
5/8", J-102 Pok-It™ for 3/8" only

•  Punch-Lok® tools: P-1000 for 3/8" and 5/8", P-3000 for 3/8" only, P-38 for 3/8" and 5/8"
•  Sold in package quantities only
Materials
•  On stainless clamps, bands are 300-series stainless steel, buckles are 302-series  

stainless steel
Band
Width

Clamp
I.D.
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Stainless Steel
Part #

Pkg
Qty

Band
THK

Galvanized Steel
Part #

Pkg
Qty

3/8" 13/16" .025" KS3 100 .025" K3 100
1-3/8" .025" KS311 100 .025" K311 100

5/8"

1" .030" KS4 100 .031" K4 100
1-1/4" .030" KS5 100 .031" K5 100
1-1/2" .030" KS6 100 .031" K6 100
1-3/4" .030" KS7 100 .031" K7 100

2" .030" KS8 100 .031" K8 100
2-1/4" .030" KS9 100 .031" K9 100
2-1/2" .030" KS10 50 .031" K10 50
2-3/4" .030" KS11 50 .031" K11 50

3" .030" KS12 50 .031" K12 50
3-1/2" .030" KS14 50 .031" K14 50

4" .030" KS16 25 .031" K16 25
4-1/2" .030" KS18 25 .031" K18 25

5" .030" KS20 25 .031" K20 25
6" .030" KS24 25 .031" K24 25
7" .030" KS28 25 .031" K28 25
8" .030" KS32 25 .031" K32 25

Pow'r Tight® Clamps
Application
•  Ideal for thick-walled and higher durometer hose
•  Industries these clamps typically used in are agriculture, oil, gas, mining, construction, 

chemical processing, refining, and municipalities
Size
• I.D. - 2” to 9”
Features
•  Heavy-duty buckle and double wrapped to provide optimal holding power
•  Smooth seal design for gap-free contact
•  3/4” band width
•  0.030” band thickness
Material
• 201 1/4 hard stainless steel for exceptional band strength

Size I.D. Part #
2” PHDS200

2-3/4” PHDS275
3” PHDS300

3-3/4” PHDS375
4” PHDS400

4-1/2” PHDS450
5” PHDS500
6” PHDS600

6-1/2” PHDS650
7” PHDS700
8” PHDS800
9” PHDS900


