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Fire Hose, Fittings, and Accessories

NN

Double Male Adapters - Rocker Lug
Style N36

same size

increaser

Male NST (NH)Thread Male Thread Aluminum Extrusion - Anodized
Part #

1" 1" NST (NH) N36-10F10F

1-1/2"
1-1/2" NST (NH) N36-15F15F

2" NPT N36-15F20T
2-1/2" NST (NH) N36-15F25F

2-1/2"

2-1/2" NST (NH) N36-25F25F
3" NST (NH) N36-25F30F

3" NPT N36-25F30T
4" NST (NH) N36-25F40F

4" NPT N36-25F40T
4-1/2" NST (NH) N36-25F45F

3" 3" NST (NH) N36-30F30F
4" 4" NST (NH) N36-40F40F

4-1/2" 4-1/2" NST (NH) N36-45F45F
6" 6" NST (NH) N36-60F60F

Male NPT Thread Male Thread Aluminum Extrusion - Anodized
Part #

1-1/2" 1-1/2" NST (NH) N36-15T15F
2-1/2" NST (NH) N36-15T25F

2" 2" NPT N36-20T20T
2-1/2" NST (NH) N36-20T25F

2-1/2"
2-1/2" NST (NH) N36-25T25F

3" NPT N36-25T30T
4" NPT N36-25T40T

3" 3" NST (NH) N36-30T30F

4" 4" NST (NH) N36-40T40F
4-1/2" NST (NH) N36-40T45F

5" 6" NPT N36-50T60T
6" 6" NST (NH) N36-60T60F

Male NPSH Thread Male Thread Aluminum Extrusion - Anodized
Part #

1" 1" NPSH N36-10S10S

1-1/2"

1-1/2" NST (NH) N36-15S15F
1-1/2" NPSH N36-15S15S
1-1/2" NPT N36-15S15T

2" NPSH N36-15S20S

2-1/2" 2-1/2" NST (NH) N36-25S25F
2-1/2" NPSH N36-25S25S

Cam and Groove Hydrant Adapters

Replacement Washers

Features
•  Pin lugs allow for easy connection using standard spanner and hydrant wrenches on 
 pages 828 - 831
• Supplied with a nitrile rubber washer in the threaded end

Female NST (NH) 
Thread Male Adapter Brass

Part #
Aluminum

Part #
1-1/2" 1-1/2" HA1515ADP AHA1515ADP
2-1/2" 2-1/2" HA2525ADP AHA2525ADP

I.D. O.D. Thickness Nitrile Rubber
Part #

1-9/16" 2-1/16" 1/8" SW150
2-9/16" 3-3/16" 3/16" SW250

NOTE: All adapters are made to approved Dixon® specifications.


