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Fire Hose, Fittings, and Accessories
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Single Inlet Connections

Single Hydrant Connection

Exposed 2-Way Wall Hydrants

Single Inlet Residential Sprinkler Connection
Application
•  Complete single inlet connection (exposed type) used on residential automatic  

sprinkler systems

Feature
•  Complete unit consists of: (1) 17-127 1-1/2" pin lug plug with chain and (1) 24-209 4-7/16" 

O.D. round escutcheon plate with swivel

Inlet Female
NST (NH) Thread

Outlet Female
NPT Thread

Cast Brass
Part #

1-1/2" 1-1/2" RIC150F

Features
• Provides a complete exposed single inlet connection
•  Complete unit consists of: (1) 24-209 round plate branded Auto Sprinkler, (1) 23-270 double 

female or 09-215 male and female connection, (1) 17-127 pin lug plug with chain
• Swivel end
• Finish: -P polished or -C polished chrome plated

Specification
• Rigid hexagon end of either connection is 2-1/2" NPT

Inlet Female
NST (NH) Thread

Outlet Female
NPT Thread

Brass
Part #

2-1/2" 2-1/2"
SIC250F
SIC250F-P
SIC250F-C

Feature
•  Complete unit consists of: (1) 24-209 round plate branded 'Wall Hydrant', (1) 23-272: 2-1/2" 

female and male connection, (1) 17-126 cap with chain
• Finish: -P polished or -C polished chrome plated

Inlet Female
NPT Thread

Outlet Male
NST (NH) Thread

Cast Brass
Part #

2-1/2" 2-1/2" MOCA250F

Features
•  DMOCA40225F consists of: (1) REP400HY round plate branded 'Wall Hydrant', (1) FRC4025F: 

2-1/2" female and male connection, (2) FC250F cap with chain
•  DMOCA60225F consists of: (1) REP600HY round plate branded 'Wall Hydrant' (1) FRC6025F: 

2-1/2" female and male connection, (2) FC250F cap with chain
• Finish: -P polished or -C polished chrome plated

Inlet 
Female NPT Thread

(2) Outlets Male NST 
(NH) Thread

Cast Brass
Part #

4"
2-1/2"

DMOCA40225F
6" DMOCA60225F


