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Sanitary/Hygienic Fittings

MM

Tube Hex Hangers
Hex Hanger with Polypropylene Sleeve - B24PS

A

B

Hex Hanger with High Temperature Polysulfone Sleeve - B24HS

A

B

Specification
• High temperature sleeve maximum temperature: 325°F (163°C)

Tube
O.D.

A 
(in)

B 
(in)

304 Stainless Steel
Part #

1/2" 2.38 1.06 B24HS-G50
3/4" 2.63 1.19 B24HS-G75
1" 2.69 1.56 B24HS-G100

1-1/2" 3.63 2.13 B24HS-G150
2" 4.63 2.63 B24HS-G200

2-1/2" 4.81 3.13 B24HS-G250
3" 5.38 3.63 B24HS-G300
4" 6.63 4.63 B24HS-G400
6" 9.00 6.63 B24HS-G600

NOTE: Sleeve must be removed before welding.

Specification
• Polypropylene sleeve maximum temperature: 225°F (107°C)

Tube
O.D.

A 
(in)

B 
(in)

304 Stainless Steel
Part #

1/2" 2.80 1.15 B24PS-G50
3/4" 2.80 1.15 B24PS-G75
1" 3.43 1.45 B24PS-G100

1-1/2" 4.00 2.13 B24PS-G150
2" 4.50 2.50 B24PS-G200

2-1/2" 4.95 3.13 B24PS-G250
3" 5.50 3.75 B24PS-G300
4" 6.95 4.75 B24PS-G400
5" 8.06 5.63 B24PS-G500
6" 9.25 6.63 B24PS-G600
8" 11.50 8.63 B24PS-G800

10" 14.50 10.50 B24PS-G1000
12" 16.63 13.00 B24PS-G1200

NOTE: Metal detectable options available upon request.


