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Fire Hose, Fittings, and Accessories

NN

 Hydrant Adapters - Pin Lugs
(New York Threads)

reducer

same size

increaser

Hazmat Adapters - Pin Lugs

Feature
• Other configurations are also available, consult Dixon® for information

Specifications
• NYFD thread = 3.031 x 8 TPI
• NYC thread = 3.00 x 8 TPI

Female NYFD Thread Male Thread Cast Brass
Part #

1-1/2" 3/4" GHT HA15NYFD76

2-1/2"

3/4" NPT HA25NYFD75T
3/4" GHT HA25NYFD76

1-1/2" NPSH HA25NYFD15S
1-1/2" NST (NH) HA25NYFD15F

1-1/2" NPT HA25NYFD15T
1-1/2" NYFD HA25NYFD15NYFD

2" NPT HA25NYFD20T
2-1/2" NST (NH) HA25NYFD25F

Female NYC Thread Male Thread Cast Brass
Part #

2-1/2"

3/4" GHT HA25NYC76
1" NPT HA25NYC10T

1-1/2" NPT HA25NYC15T
2" NPT HA25NYC20T

Feature
• Divides single stream into double stream

Female NST Thread Male Thread Cast Brass
Part #

1-1/2"
(2) 3/4" GHT

HHA1576
2-1/2" HHA2576

NOTE: All adapters are made to approved Dixon specifications.
NOTE: Replacement washers can be found on page 827

Domestic Hydrant Adapters - Pin Lug
Feature
• Other configurations are available, consult Dixon for information

Female
NST (NH)Thread Male Thread Cast Brass

Part #

1-1/2" 3/4" GHT HA1576-D

2-1/2"

1" NPT HA2510T-D
1/12" NST (NH) HA2515F-D

1-1/2" NPT HA2515T-D
3/4" GHT HA2576-D


