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Fire Hose, Fittings, and Accessories

NN

grooved x grooved angle valve grooved x female angle valve grooved x grooved globe valve

Angle Grooved x Grooved

Factory Set Pressure Reducing (regulating) Valves

Inlet
Grooved

Outlet
Grooved

Cast Brass
Part #

2-1/2" 2-1/2"

NAPRAVGT250-55
NAPRAVGT250-60
NAPRAVGT250-65
NAPRAVGT250-70
NAPRAVGT250-75
NAPRAVGT250-80
NAPRAVGT250-85
NAPRAVGT250-90
NAPRAVGT250-95

Angle Grooved x Female
Inlet

Grooved
Outlet

Female NPT
Cast Brass

Part #

2-1/2" 2-1/2"

NAPRAVGFT250-55
NAPRAVGFT250-60
NAPRAVGFT250-65
NAPRAVGFT250-70
NAPRAVGFT250-75
NAPRAVGFT250-80
NAPRAVGFT250-85
NAPRAVGFT250-90
NAPRAVGFT250-95

Globe Female x Female
Inlet

Female NPT
Outlet

Female NPT
Cast Brass

Part #

2-1/2" 2-1/2"

NAPRVFT250-55
NAPRVFT250-60
NAPRVFT250-65
NAPRVFT250-70
NAPRVFT250-75
NAPRVFT250-80
NAPRVFT250-85
NAPRVFT250-90
NAPRVFT250-95

Globe Grooved x Grooved
Inlet

Grooved
Outlet

Grooved
Cast Brass

Part #

2-1/2" 2-1/2"

NAPRVGT250-55
NAPRVGT250-60
NAPRVGT250-65
NAPRVGT250-70
NAPRVGT250-75
NAPRVGT250-80
NAPRVGT250-85
NAPRVGT250-90
NAPRVGT250-95

Dimensions

Feature
• (4) drilled and tapped bosses:
  -  two on each side for upstream and 

downstream pressure monitoring
  -  saves installation time and provides 

a cleaner appearance
• Tamper switch available

Specification
•  2-1/2" size reduces inlet pressures of 400 PSI 

(2758 kPa) or less to desired working pressures 
from 20 - 175 PSI (138-1207 kPa) under 
discharge or static conditions

Approval
• UL listed


