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Clamps

JJ

Double Bolt Clamps

1 Investment cast carbon steel

Features
•  Inner surface has dual gripping ridges
•  Bolt lugs are reinforced to prevent bending out of alignment
•  Torque values for clamps are based on dry bolts
•  The use of lubricant on bolts will adversely effect clamp performance
•  Measure hose O.D. accurately before ordering clamps
•  Consult Dixon® when using double bolt clamps on helical wire hose

Hose O.D. Plated Iron
Part #

Torque
in ft. lbs.

Optional 
Qtyfrom to

1-8/64" 1-12/64" J48 15 100
1-12/64" 1-24/64" J49 21 50
1-28/64" 1-34/64" JX49 21 25
1-40/64" 1-52/64" DL14 40 25
1-48/64" 2-3/64" DL20 27 25
2-7/64" 2-19/64" DL241 27 25

2-20/64" 2-40/64" DL321 40 25
2-32/64" 2-48/64" DL275 40 25
2-48/64" 3-4/64" DL306 60 20
3-4/64" 3-24/64" DL328 60 20

3-16/64" 3-32/64" DL350 60 20

Double Bolt Clamps with Saddles
Hose O.D. Plated Iron

Part #
Torque

in ft. lbs.
Optional 

Qtyfrom to
3-32/64" 3-52/64" 400 40 25
3-50/64" 4-4/64" 431 40 20
4-2/64" 4-18/64" 463 40 20

4-16/64" 4-60/64" 525 60 10
4-32/64" 5-16/64" 550 60 10
5-8/64" 5-44/64" 600 60 10

5-44/64" 5-60/64" 639 60 10
5-60/64" 6-32/64" 675 60 10
6-32/64" 7-36/64" 769 60 10
7-44/64" 8-12/64" 818 125 5
8-16/64" 8-56/64" 875 125 5
8-60/64" 9-56/64" 988 125 5
9-60/64" 11-24/64" 1125 125 5

11-12/64" 13" 1275 125 3
12-12/64" 14" 1360 200 2
13-12/64" 15" 1450 200 2
15-4/64" 17-32/64" 1700 260 2

DualHook Adjustable Ear Clamps

Size 304 Stainless Steel
Part #

24.5 mm 0260R
25.9mm 0261R
29.0mm 0262R
32.1mm 0263R
38.7mm 0264R
48.7mm 0265R
67.3mm 0266R
67.3mm 0267R

Applications 
•  Recommended for CVJ aftermarket for TPE and rubber boot applications
• Designed to use with applications where high performance and universal features are   
 demanded
 
Features
•  Tongue-in-groove design: provides Stepless® feature for the whole adjustable range and a 

smooth sliding into the recess
• Optimized interlock design: three dual hooks provide extra high force
• Waved band edge with dimples: enhances band strength and avoids the risk of breakage
• The recommended maximum closing force is 3800 N

Material
• Stainless steel, material no. 1.4301 / UNS S30400


