## Features

- Solid wedge disc with tapered seats
- Not recommended for wet standpipe systems, use AV250 (18-157) for this purpose, see page 865
- Other configurations are available, contact Dixon ${ }^{\circledR}$ for additional information


## Materials

- Red iron handwheel, with brass cap and chain


## Approval

- ${ }^{\prime \prime}$ UL

| Inlet <br> Female NPT | Outlet <br> Male | Working Pressure <br> PSI | Cast Brass <br> Part \# |
| :---: | :---: | :---: | :---: |
| $2-1 / 2^{\prime \prime}$ | $2-1 / 2^{\prime \prime}$ NST (NH) | $\mathbf{2 0 0}$ | RWDGV250F |
| $3 "$ |  | $\mathbf{3 0 0}$ | RWDGV3025F |



## Dimensions

| Size | A | B closed | C | D closed | D open |
| :---: | :---: | :---: | :---: | :---: | :---: |
| $2-1 / 2^{\prime \prime}$ | $6-1 / 2^{\prime \prime}$ | $11^{\prime \prime}$ | $2-1 / 2^{\prime \prime}$ | $13-1 / 2^{\prime \prime}$ | $16-1 / 4^{\prime \prime}$ |
| $3^{\prime \prime} \times 2-1 / 2^{\prime \prime}$ | $6-3 / 16^{\prime \prime}$ |  |  |  |  |

