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5204 ...................... fixed handle, with sight glass 

5204C .................... detachable handle, with sight glass 

5204NG ................. fixed handle, no sight glass 

5204NGC .............. detachable handle, no sight glass 

5204T .................... fixed handle, with sight glass, Teflon seals, SS spring 

5204TC ................. detachable handle, with sight glass, Teflon seals, SS spring 

5204NGT .............. fixed handle, no sight glass, Teflon seals, SS spring 

5204NGTC ............ detachable handle, no sight glass, Teflon seals, SS spring 

5204B .................... fixed handle, sight glass, Bayloy nose ring 

5204BC ................. detachable handle, with sight glass, Bayloy nose ring 

5204BNG .............. fixed handle, no sight glass, Bayloy nose ring 

5204BNGC ........... detachable handle, no sight glass, Bayloy nose ring 

5204SNG……… …fixed handle, no sight glass, stainless steel main spring 

5204NGV…………fixed handle, no sight glass, Poppet O-ring, for B100 

5204NGCV ........... detachable handle, no sight glass, Poppet O-ring, for B100 

5204BNGV......... fixed handle, no sight glass, Bayloy nose ring, Poppet O-ring, for B100 

5204BNGCV ...... detachable handle, no sight glass, Bayloy nose ring, Poppet O-ring, for B100  
5204SNGV …… …fixed handle, no sight glass, stainless steel main spring, Poppet O-ring, for B100 

5204P .................... fixed handle, with sight glass, drain plug 

 

 

Mode d’emploi  
pour 

 FloTech 
 

 
Instructions pour couper les sondes FloTech 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

E-U: 
Dixon Bayco USA 
Chestertown, Maryland 
Téléphone: 410-778-2000  
Fax: 410-778-4702 
Sans frais: 800-355-1991 
E-mail: dixonbayco@dixonvalve.com 

www.dixonbayco.com 
 

Canada: 
Dixon Group Canada Limited  
Innisfil (Barrie), Ontario 
Téléphone: 705-436-1125  
Fax: 705-436-6251 
Sans frais: 877-963-4966 
E-mail: isales@dixongroupcanada.com 

www.dixongroupcanada.com 
 

Mexique: 
Dixva, S. de R.L. de C.V. 
Monterrey, N.L 
Téléphone: 01-800-00-DIXON (34966) 
Fax: 01-81-8354-8197 
E-mail :contactenos@dixonvalve.com.mx 

www.dixonvalve.com 
 

Europe: 
Dixon Group Europe Ltd 
Preston, England 
Téléphone: +44 (0)1772 323529 

Fax: +44 (0)1772 314664 

E-mail: enquiries@dixoneurope.co.uk 

www.dixoneurope.co.uk 
 

Asie et Pacifique: 
Dixon (Asia Pacific) Pty Ltd 
Wingfield, South Australia 
Téléphone: +61 8 8202 6000 
Fax: +61 8 8202 6099 
E-mail:enquiries@dixonvalve.com.au 

www.dixonvalve.com.au 
 

 

 

Pour vente et service contactez 
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Instructions pour couper les sondes : 

 

 

1) Retirez le protecteur noir pour filets. 

2) Mesurez la nouvelle longueur de la sonde. La sonde devrait être réglée pour un minimum de 60 

gallons ou 250 litres d’espace dans la citerne après que la sonde soit mouillée.    

      3) Tenez la sonde dans une main lorsque vous la couper en utilisant un coupe tube. Ne                             

mettez pas le capteur dans un étau. Cela endommagera le capteur.   

      4)  Coupez le tube en utilisant un coupe tube. N’utilisez pas une scie. Ne coupez pas le tube plus court 

que 7”. 

      5)   Remettez le protecteur pour filets. 

 

 
             Pour assistance appelez… 
                Service à la clientèle 800-355-1991 
                Support technique 877-582-3569 


